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LIONEL SERVICE MANUAL
NO. 6417 CABOOSE
NO. 6427 CABOOSE
No. 6417 Caboose is modeled on the Class N5C including No. 6417-25 with “‘Lionel Lines’’ markings,
streamlined, turret-top ‘‘cabin car’’ developed and the grey No. 6417-50 with ‘‘Lehigh Valley’ insignia,
used by the Pennsylvania Railroad. The first Lionel but without lights, and the single-coupler illuminated
caboose of this type was made in 1953 and carried “‘Lionel Lines’’ No. 6427. Parts illustrated below are
the authentic Pennsylvania markings. In the following those used for No. 6417; other models vary as indicat-
years several variations of this cars were made, ed in note.

CABOOSE BODY
""Pennsylvania’’ Brown 6417.3
“"Lionel Lines" Brown 6417.26
““Lehigh Valley' Grey 6417.51
“Lionel Lines"" Brown 6427.13

PLATFORM ASSEMBLY
é417-10

- #  BODY SCREW
e '.". 4 x 3-"]'&” K.H.5.T. "Z"

+++++++

aaaa L

DRIVE STUD
3656-153
@_----n WINDOW SHELL
6417.5
BRAKEWHEEL
715-21

RETAINING WASHER 5
480.18

PIVOT STUD |
487.26 *

GROUND WASHER LAMP
9T-16 @ 431300

BASIC TRUCK
PT-1

l PLATE ASSEMBLY
BASIC TRUCK LAMP CONTACT, BASE PLATE ASS
479-1 480.25
61.22
[ =
LAMP
SPRING
R-91

BASE PLATE ASSEMBLY Single-coupler No. 6427 Caboose does

481.10 not use Base Plate Assembly 480-25,
Nen-iliuminated No. 6417-50 Caboose
uses two PT-1 Basic Tru::l and f:
480-25 Base Assemblies ond omits t
LAHLigﬁfET lamp socket asssmbly.
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