
Product Line 
 

p (or P) = Premier 
r (or R) = Railking 
t (or T) = Tinplate 

Traditions 
h = HO 
g = Railking 1 

Gauge 

Catalog 
Year 

 

Example 
05 = 2005 

Catalog 
Volume 

 

1 = Vol. 1 
2 = Vol. 2 
3 = Vol. 3 
t = Tinplate 
g = Railking 1 

Gauge 
r = Ready-to-

Run 

PFA  
Announcement 

Type 
 

pp = Passenger 
pf = Freight 

Processor 
Voltage 

 

3 = 3 volt 
5 = 5 volt 

Product  
Description 

 

This entry varies greatly.  Most Railking  
engines share a sound file with several 
paint schemes and will contain a           
compressed engine description and �all� in 
this section.  Most Premier engines will  
contain a compressed description of the 
engine and roadname.  The above example 
also contains �3r� for 3-rail.  The 2-rail    
version of this engine had a different file. 

Year 
Released 

 

Example 
05 = 2005 

Month 
Released 

 

01 = January 
02 = February 
03 = March 
04 = April 
05 = May 
06 = June 
07 = July 
08 = August 
09 = Septem-
ber 
10 = October 
11 = November 
12 = December 

Day 
Released 

 

01 = first day 
of month 

 
Through 

 
31 = 31st day 

of month 

Example File: NYC J1e Hudson #20-3158-1 
 

P051pp3_j1_3r__nyc050401afin.mth 

UNKNOWN 
 

a =  
b =  
c =  
x =  

File 
Revision 

 

fin (or final) = final 
version prior to 
original release 

upd (or UPD) = Up-
dated file that 
supercedes the 
original release 

File 
Extension 

 

.mth = uncompressed sound 
file ready to load 

.zip = Archive containing both 
a .mth sound file and 
a .dsp processor file.  
Must be extracted before 
loading to engine. 


